
Relocate Events GP 
(using Last Invoked 

date of 9/17/17 
and LRS Time of 

“lastest network”)

External crash 
event (1984-

2019)

Output of 
Legacy Crashes 
relocated (GDB,  

CSV, JSON)

Review 
Relocate crash 

results

Pass/Review? 
Results 

accepted by 
business 

MnDOT’s Crash Integration back-dating process – (10,000' view) 

1.

2.

Append crashes 
where route/

measure did not 
change into 

Internal Event 
table

Review results. 
Proceed to step 2

Make “Dummy” 
Network 
changes

4.

Review results 
of Internal 

Crash event

Go/No Go decision 
for moving forward 

to Test Env.

Repeat step 1  
in Test Env.

In Test Env -
addtl. Task to 

perform edits in 
Event Editor

Dev. Env.

Sandbox Env. (Perform 
on both subsets of data)

Dev Env.

TGT

Append crashes 
relocated due to 
route/measure 

change into 
Internal Event 

table

Yes

Decision

Process

Data/DB

Application/UAT

No-Plots 
(Crashes with 

incorrect 
measures or 

Routes)

No

Review includes ArcView 
and Oracle table 

comparisons

After correcting

This will be a one-time process to load 
crash data from the past up until 2/26/
2019. Any crashes later than that date 
would be handled with the Automated 

Integration process 

UAT by the 
business

Migrate crash 
internal event 
to Production

Go/No go decision 
for moving forward 

to Production

TGT

Yes
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